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SUBPART AJ—COPPER CARBONATE

Pollutant or pollutant property

PSES effluent limitations

Maximum for
any 1 day

Average of
daily values
for 30 con-

secutive days

Milligrams per liter (mg/l)

Copper (T) ............................. 3.2 1.1
Nickel (T) ............................... 6.4 2.1
Selenium (T) .......................... 1.6 0.53

In cases where POTWs find it necessary
to impose mass limitations, the fol-
lowing equivalent mass limitations are
provided as an alternate: The limita-
tions for copper (T), nickel (T), and se-
lenium (T) are the same as specified in
§ 415.362(b).

§ 415.365 New source performance
standards (NSPS).

(a) Any new source subject to this
subpart and producing copper sulfate,
copper chloride, copper iodide, or cop-
per nitrate must achieve the following
new source performance standards
(NSPS): The limitations for pH, TSS,
copper (T), nickel (T), and selenium
(T), are the same as specified in
§ 415.362(a).

(b) Any new source subject to this
subpart and producing copper car-
bonate must achieve the following new
source performance standards (NSPS):
The limitations for pH, TSS, copper
(T), nickel (T), and selenium (T) are
the same as specified in § 415.362(b).

§ 415.366 Pretreatment standards for
new sources (PSNS).

(a) Except as provided in 40 CFR
403.7, any new source subject to this
subpart and producing copper sulfate,
copper chloride, copper iodide, or cop-
per nitrate which introduces pollutants
into a publicly owned treatment works
must comply with 40 CFR part 403 and
achieve the following pretreatment
standards for new sources (PSNS): The
limitations for copper (T), nickel (T),
and selenium (T) are the same as speci-
fied in § 415.364(a).

(b) Except as provided in 40 CFR
403.7, any new source subject to this
subpart and producing copper car-
bonate which introduces pollutants
into a publicly owned treatment works
must comply with 40 CFR part 403 and

achieve the following pretreatment
standards for new sources (PSNS): The
limitations for copper (T), nickel (T),
and selenium (T) are the same as speci-
fied in § 415.364(b).

§ 415.367 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the
application of the best conventional
pollutant control technology (BCT).

(a) Except as provided in 40 CFR
125.30 through 125.32 any existing point
source subject to this subpart and pro-
ducing copper sulfate, copper chloride,
copper iodide, or copper nitrate must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best conventional pollut-
ant control technology (BCT): The lim-
itations are the same for TSS and pH
as specified in § 415.362(a).

(b) Except as provided in 40 CFR
125.30 through 125.32 any existing point
source subject to this subpart and pro-
ducing copper carbonate must achieve
the following effluent limitations rep-
resenting the degree of effluent reduc-
tion attainable by the application of
the best conventional pollutant control
technology (BCT): The limitations are
the same for TSS and pH as specified in
§ 415.362(b).

Subpart AK—Cuprous Oxide Pro-
duction Subcategory [Re-
served]

Subpart AL—Ferric Chloride
Production Subcategory

§ 415.380 Applicability; description of
the ferric chloride production sub-
category.

The provisions of this subpart are ap-
plicable to discharges and to the intro-
duction of pollutants into treatment
works which are publicly owned result-
ing from the production of ferric chlo-
ride from pickle liquor.

§ 415.381 Specialized definitions.

(a) Except as provided below, the gen-
eral definitions, abbreviations and
methods of analysis set forth in 40 CFR
part 401 shall apply to this subpart.
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